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The frameless models come with top of the range Sunpower 
cells

low weight  and 
** The ETFE surface 

with microlenses

more 
energy yield even with high heat and low irradiance levels.

110 Wp and 160 Wp
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TEX2100

62

Sunpower Maxeon Gen. 3

Ultra Peak Performance

±3 %

110 Wp

34.0 V

3.24 A

-1.74 mV/K

2.9 mA/K

-0.29 %/K

40.80 Voc

3.49 Asc

24.2 %

-40 bis +85 °C

100 VDC

540 × 1080 × 4 mm (+ junction box)

3.5 kg

Technical data at STC (standard test conditions) with 25°C ambient temperature,  
1000 W/m² solar irradiance and an AM factor of 1.5.

item number

cells per module

solar cells

quality

power tolerance

nominal peak power (Pmax)

nominal voltage (Vmpp)

nominal current (Impp)

voltage temperature coefficient

current temperature coefficient

power temperature coefficient 

open circuit voltage (Voc)

short circuit current (Isc)

cell efficiency

operating temperature

max system voltage

size

weight

TEX 2101

43

Sunpower Maxeon Gen. 3

Ultra Peak Performance

±3 %

160 Wp

26.6 V

6.02 A

-1.74 mV/K

2.9 mA/K

-0.29 %/K

31.92 Voc

6.50 Asc

24.2 %

-40 bis +85 °C

100 VDC

540 × 1440 × 4 mm (+ junction box)

6.5 kg

blACK TIGER SF 110 blACK TIGER SF 160

ring eyelets ø 10 mm 1.2 mm fiberglass boardIP68 junction box 7 m cable (2 × 4 mm²)

Weseler Straße 82  
46519 Alpen, Germany
www.texdev.de/dealers

Ein Produkt der


